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High efficiency, higher conductivity of polycrystalline Service Compliance Certificates of
" solar cells =| [EC61215, IEC61730-1, IEC61730-2, CE, TS13381
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Yiksek verimlilige sahip, polikristal solar hiicrelerin (Hizmet Yeterlilik) Sertifikalari

yuksek iletkenligi

Birim alan basina sisteminizin kWh verimini en
Ust diizeye gikarma

Efficiency rate Module Performance
——,  Minimum power loss with the appropriate Verimlik Orani

IIII temperature coefficient 120.00%
Uygun sicaklik katsayisi ile minimum gugc kaybi

Modiil Performansi

100.00%

Excellent performance under weak light 9750% %«
+ 1, conditions (Under morning and evening sunny
‘\- and cloudy weather conditions) o !
Zayif 1s1k kosullarinda mikemmel
performans. (Sabah giinesi, aksam glinesi ve
bulutlu hava kosullarinda) 60.00%
. Anti reflective with a surface which is easily cleaned,
t \\\\\‘ higher rate of absorption of light due to (optional) glass T
N Kolay temizlenen yiizeye sahip, yansima onleyici
(opsiyonel) cam sayesinde yilksek oranda i1sik sogurma 20.00%
2400Pa wind and 5400Pa snow 0.00%
resistance, mechanical firmness are certified 0 5 10 15 20 25 30

‘e Surface glass resistant to hail fail with a velocity of 97
.\ km up to 35mm

OO 2400Pa ruzgar ve 5400Pa kar yukine dayaniklilig
mekanik saglamligi onaylamaktadir.
35mm e kadar 97 km hizla diigsen dolu

" . ®
yagis kosullarina dayanikli yiizey cam TUVRheinland
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Dimensions/Olgi 156.75x156.75 mm (+ 0,5mm) C#I
(@)

Thickness(si)/ Kalinlk 190 um+ 30 pm , 1200 ‘ 43@%\“

B Blue silicon nitride antireflective coating TN
Front Surface/On Yiiz n
0.7 mm-width silver discontinuous electrode
® DETAY B
Full-surface aluminium back-surface field

Back Surface/Arka YUz R p &
1.8 mm-width silver discontinuous electrode 7 e

Diagonal/Kdsegen 221 mm (+ 0,5mm)

992

Module Efficiency / Modul Verimi % 17,78 17,52 17,26 17,01 16,75 16,49
Max. Power Current / Maks. Glg Noktasi Akimi Imp (A) 8,99 8,90 8,82 8,74 8,66 8,56
Short Circuit Current / Kisa Devre Akimi Isc (A) 9,29 9,22 918 9,14 910 9,05
Max. Power Voltage / Maks.Glg Noktasi Voltaji - Vmp (V) 38,40 38,20 38,00 37,80 3,60 37,40
Open Circuit Voltage / Agik Devre Voltaji Voc (V) 47,80 47,50 47,20 46,90 46,70 46,40
Dimensions / Olgi 1973x992x40 mm

Weight / Agirlik 22 Kg

Front Glass / On Cam | Tempered Antireflective Glass / Temperli Antireflekte Cam

Frame / Cerceve Aluminium Frame (Covered by Eloxal/Anodic Oxidation) / Aliminyum Gergeve (Eloksal Kaplamali)
J.Box / Baglanti Kutusu | IP68 koruma sinifi/protection class, 1200 mm solar kablo & konnektdr/ 1200 mm solar cable & connector

Mechanical Resistance / Mekanik Dayanim 2400Pa Riizgar Yk, 5400Pa Kar Yiki / 2400Pa Wind & 5400Pa Snow Load
Max System Voltage / Maks. Sistem Voltaji DC 1000 V/1500 V

Series Fuse Rating / Seri Sigorta Akimi 15A

Operating Temperature / Calisma Sicaklgi -40°Cto 85°C

Normal Operating Cell Temperature
Nominal Hicre Calisma Sicakligi

45°C+2°C

Current Temp. Coefficient (%/K) Voltage Temp. Coefficient (%/K) Power Temp. Coefficient (%/K)
+0.06%/K -0.36 %/K -0.40%/K

Product Warranty s o

Urlin Garantisi 10years /10y 10 YIL URUN
Lineer Performance Warranty 10 years—over 90%, 25 years —over 80% 25 YIL PERFORMANS
Lineer Performans Garantisi 10 yil =90% ustd, 25 yil —80% Ustu GARANTiSi
P9wer Tolerance 045 W

Gig Toleransi

Module Dimensions / Modiil Olgileri 1973x992x40 mm
Package Dimensions / Palet Olgileri 2050x1300x1170 mm
Modules in Pallet / Paletteki Modul Sayis| 30 pcs

Modules in Conteyner / Konteynerdeki Panel Sayisi (40'H) 600 pcs

Mentioned technical properties and guarantees are effective provided that the Module material should be used under the producer's guarantee conditions and the Modules should be designed under standard weather and environment conditions.
Verilen teknik 6zelikler ve garantiler modil malzemesinin Uretici firma garanti kosullan altinda kullanimasi ve modiillerin standart hava ve ortam kosullannda projelendiriimesi halinde gegeridir.
2H Enerji, yukanda belirtilen teknik bilgileri degistirme hakkini sakii tutar.

2h Eneriji




