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GUNES ENERUJISI'NIN BASKENTI

IEC61215 - IEC61730 - 1ISO9001:2008 - ISO14001:2004 - OHSAS18001:2007

Panel Verimi Lineer Performans Garantisi Urtin Garantisi

12 YIL URUN GARANTISI
Nominal Giiciin %91,20'inde 12 Y1l Uretici Garantisi
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30 YIL LINEER PERFORMANS GARANTISI
Nominal Giiciin %80,60'inde 30 Y1l Uretici Garantisi
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Garanti edilen modiil verimi

PID FREE
IEC 62804 Standartlarina Goére Test Edilmistir. é 10 15 20 25 30

@ AnkaraSolar Lineer Performans Garantisi

Maksimum 5400 Pa Kar Yikiine Dayanim Baska Markalarin Garantisi

Maksimum 2400 Pa Rizgar Yikine Dayanim

Made in Turkey




% AS-P72 310W-345W
Bl ELEKTRIKSEL VERILER (STC) ======mmmmmessccescee e e e e e e e == AR

Nominal Giig (Pmax) 3100 | 315U | 320U | 325UJ | 330W | 335W | 340W | 345UJ
Acik Devre Gerilimi (Voc) 455V | 456V | 457V | 458V | 459V | 46.1V | 46.3V | 46.5V
Kisa Devre Akimi (loc) 8.85A | 8.93A | 9Q.00A | 9.08A | 9.16A | 9.44R | 9.52R | 9.60A
Nominal Gerilim (Vmpp) 369V | 37.0V | 37.1V | 372V | 373V | 375V | 37N | 37.9V
Nominal Akim (Impp) 8.41A | 8592A | 8.63A | 874 | 8.85A | 8.94A | 9.02A | 9.11A
Modiil Verimi (%) 1598 | 1623 | 1649 | 1675 | 17.01 17926 | 1752 | 17.78
Sicaklik Arihgi -40°C to +85°C

Sistem Gerilimi 1000V DC

Bagil Nem 7%60-85

Asirt Akim Korumasi 15A

( Standart Test Kosullari (STC) altinda, 25°C hucre sicakhginda AM 1,5 araligiyla 1000 Watt/m2 1s1ma)

Nominal Giig (Pmax) O98W | 232U | 236U | 239U | 243W | 248W | 252W | 256UJ
Acik Devre Gerilimi (Voc) 419V | 420V | 420V | 421V | 429V | 424V | 42.6V | 42.8V
Kisa Devre Akimi (loc) 7170 | 7.23R | 7.20R | /.35A | 7.492A | 7.65A | 7.71A | 7.78A
Nominal Gerilim (Vmpp) 33.6V | 33V | 33.8V | 33.9V | 34.0V | 341V | 343V | 345V
Nominal Akim (Impp) 6.79A | 6.80A | 6.98A | 7.05A | /.15A | 7.28A | 7.35A | 7.49A

NOCT, isima gucu 800 W/m2 ; AM 1,5; Ruzgar hizi 1 m/saniye; sicaklik 20°C
-||| MEKANIK VERILER ---------------I\““ -||| SICAKLIK KATSAYILARI LR l\““

Hiicre Polycrystalline 156x156mm veya 156.75x156.75mm Nominal isletim Hiicre Sicakligi 45°C+9°C
Hiicre Sayisi 72 (6x12) Pmax -0.41%/°C
Panel Ebatlari 1956x999x40mm voc -0.31%/°C
Agirlik 23 kg ISC 0.05%/°C
On Cam 3.2 mm DU§U‘R D@n1|rl|'T@mperI| Cam €NT12150 -||| AMBALAJ mmmmemmm—————— AR
Gergeve Anodize Aluminyum Cerceve

Baglanti Kutusu lp65, 3 diodes Standart Paket 97 adet / palet
Kablo 4mm2 900-1000mm 20' Konteyner Adedi 970 adet
Konektér Mc4 or MC4 compatible - IP67 40’ Konteyner Adedi 594 adet

Call Encapsulation €VA (ethylene - Vinyl - Acetate)
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