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PERC MONOKRISTAL PANELI

CW ENERJi

Yiiksek Doniigiim Verimliligi
Yiiksek Panel Verimliligi Sayesinde, Yiiksek Gii¢ Gikisini Garanti Eder.

Kendi Kendini Temizleyen ve Yansimayi Azaltan Cam
Cam Uzerindeki Ozel Kaplama Yiizey Tozunu Azaltr.

Diigiik Isinimda Yiiksek Verimlilik
Sabah ve Bulutlu Hava Kosullannda Dahi Yuksek Panel Verimliligi

Miikemmel Dayanim Kapasitesi
2400 Pa Ruzgar Yiiki, 5400 Pa Kar Yiikiine Kargi Dayanim

e 0~ +5Wp Pozitif Gii¢ Toleransi

B0 MBE

3‘{ Kolay Kurulum

100% CWT dogrusal performans garantisi Il

97,5%
Standart katmanli garanti

; CWT335-60PM 335 Wp
CWT330-60PM 330 Wp

0%

1 e % CWT325-60PM 325 Wp
CWT320-60PM 320 Wp
@ 30 Yil Performans Garantisi @ 12 Y1l Uriin Garantisi CWT315-60PM 315 Wp

CWT310-60PM 310 Wp

IEC 61215, IEC 61730-1, IEC 61730-2
[ IEC 62804 PID (POTANSIYEL KAYNAKLI BOZULMA)
Iso PV CYCLE IEC 61701 TUZ KOROZYON
IEC 62716 AMONYAK KOROZYON
o \ 4 C 62716 AMO OROZYO!

1SO 9001:2015, ISO 14001:2015, ISO 45001:2018




PERC MONOKRISTAL

60PM

CWT GUNES PANELI

ELEKTRIKSEL OZELLIKLER

- CWT310 CWT315 CWT320 CWT325 CWT330 CWT335
Model Tipi 60PM 60PM 60PM 60PM 60PM 60PM
Maksimum Gii¢ (Pyax) 310 Wp 315 Wp 320 Wp 325 Wp 330 Wp 335 Wp
Modiil Verimliligi 18,49 18,79 19,07 19,34 19,65 19,96
Maksimum Gii¢ Gerilimi (Vpp) 33,04 33,55 33,65 33,92 34,11 34,40
Maksimum Gii¢ Akimi (1) 9,40 9,41 9,52 9,58 9,68 9,75
Acik Devre Gerilimi (V) 40,15 40,73 40,84 41,14 41,34 41,56
Kisa Devre Akimi (lg) 10,03 10,05 10,16 10,23 10,33 10,38
Gii¢ Toleransi 0~+5W
Maks. Sistem Anma Gerilimi 1000V DC / 1500V DC
Galigma Sicaklik Aralig -40 ~ +85°C
Giivenlik Sinifi c
Maks. Seri Sigorta Akimi 15A/ 20A
MEKANIK OZELLIKLER SICAKLIK KATSAYISI
Hiicre Boyutu(mm) 158,75 x 158,75 Sicaklik Katsayisi (Isc) 0.040%/°C
Hiicre Sayisi(adet) 60 (6X10) Sicaklik Katsayisi (V) -0.27%/°C
Agirhk(kg) 19 Sicaklik Katsayisi (Ppay) -0.369%/°C
Panel Boyutu(mm) 1668x1007x35 AMBALAJ SEKLi
Maks. Riizgar/Kar Yiikii Dayammi (Pa) 2400/5400 S
Baglanti Kutusu Koruma Sinifi IP67 / 1P68 Konteynir 20' GP 40' GP
Palet Basina Adet 31 31
Konteyner Basina Adet 372 868
Konteynir Basina Palet 12 28
FiZIKSEL OZELLIKLER ELEKTRIKSEL OZELLIKLER
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*Not: Elde edilen verilerin; Standart Test Kosullari: 1000 W/m2 giines 1sinimi, (AM 1.5) ve hiicre sicakligi 25°C. Nominal Test Kosullari: 800 W/m2 giines 1sinimi, ortam sicakligi 20°C,
rlizgar hizi 1m/s. Tim paneller igin élgiim belirsizligi %3'dlir. Gergek veriler yapilan s6zlesmelere tabi olacaktir. Bu dokiimanda yer alan teknik degerler sadece bilgilendirme
amaglidir ve sézlesmelerin bir parcasi degildir. CW Enerji Mihendislik Ticaret ve Sanayi A.S. énceden herhangi bir bildirimde bulunmaksizin degisiklik yapma hakkini sakli tutar.
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