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WM10-108-HC

390-405W MBB

Daxler olarak yeni hiicre teknolojilerini kullanarak
yliksek verimli panel Gretiminin énclliiglint baslattik.
Mutli-Busbar ve Half-Cut teknolojilerine sahip yeni
182mm hiicreli paneller tasarladik. Son teknolojiye
sahip Ulretim tesisimizde modil verimligini ve gili¢
cikisini en yliksek noktaya getirdik.

As Daxler, we have started the pioneering of high efficiency module
production using new cell technologies. We designed new 182mm
cell modules with Multi-Bushar and Half-Cut technologies. In our
state-of-the-art new production line we have maximized module
efficiency and power output.

KALITE SISTEMi / Quality System

ISO9001 - ISO14001 - ISO45001 - OHSAS18001

GUC GARANTISI / Power Guarantee

Lineer Garantide ilave Degerler /Additional Value from Linear Warranty
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Uriin malzemesi ve is garantisi Lineer gui¢ cikisi garantisi
Guarantee on product material and Linear power output warranty
workmanship

1 185
T
5

ANAHTAR OZELLIKLER / Key Features

En iyi kaliteyi yakalayabilmek icin Stringer'dan baslayarak 3 noktada EL
Test
EL Test at 3 points starting from Stringer to get the best quality.

o Mikro bosluk teknolojisi sayesinde; hiicre arasi bosluk ve hicre stresi
azalir, modil verimliliginde kazang saglanir.

Thanks to micro gap technologie; cell gap and cell stress reduction,
gain in module efficiency.

Golgelenme etkisini en aza indirerek daha az gtic kaybi.
Less power loss by minimizing the ghosting effect.
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Dusuk isikta yuiksek performans.
High performance in low light.

TUV ve TSE tarafindan kanitlanmis olaganustu guvenilirlik.
Ideal choice for utility and commercial scale projects by reduced TUV
and improve TSE.

Yiiksek Hassasiyete Duyarli Giines SimUlatori PASAN A+A+A+ (Meyer
Burger)
High accurity sensitive sun similator PASAN A+ A+ A+ (Meyer Burger)

Kamu hizmeti ve ticari projeler icin daha az alanda ytksek verim ve hizl
yatinm dongusu.
Reduced BOS and improve RO/

DOOC

ZORLU CEVRE KOSULLARI / Harsh Environmental Conditions

Kum, asit, tuz ve dolu taneleri ve 2400 pa riizgar yuikii ve 5400 pa kar
ylikiine dayanim.

Resistance to Sand, acid and hailstones. 2400pa wind load and
5400pa snow load.

Anti-PID
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ELEKTRIKSEL KARAKTERISTIK / Electrical Characteristic MEKANIK OLCULER / Mechanical Dimensions
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Open Circuit Voltage

Short Circuit Current

Maksimum Gili¢ Voltaji (Vmp) 30,59 30,69 30,81 30,93
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Kisa Devre Akimi (Isc) 13,40 13,50 13,60 13,70 HHHHH
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Maximum Power Voltage HHHHH

Maksimum Gli¢ Akimi (Imp) 12,78 12,88 12,99 13,1

Maximum Power Current

1718

Modl Verimliligi % 20,17% 20,42% 20,68% 20,94%
Module Efficiency

Glc¢ Toleransi 0, ~+5W
Power Tolerance

Maksimum Sistem Voltaji
Maximum System Voltage 1500V DC

Maksimum Seri Sigorta Derecesi
y y h 25 A
Maximum Serie Fuse Rating

Standart Test Kosullari: Isinim 1000W/m2, Hiicre sicakhdi 25°C, AM=1,5

STC: Irradiance 1000 W/m2, Cell temperature 25°C, Air Mass AM=1.5

Nominal Test Kosullari: Isilim 800W/m2, Ortam sicakligi 20°C, AM=1,5, Riizgar hizi: 1 m/s
NOCT : Irradiance 800W,/m2, Ambient temperature 20°C, Air Mass AM=1,5, Wind speed : 1 m/s
Gl Olctim Belirsizligi: +/-3% / Power measurement tolerance: +/-3%

MEKANIK OZELLIKLER / Mechanical Properties

Dis Boyut 1724 x 1134x 35 mm
Eternal Dimensions
ST Mounting holes
Agirhigi
Weight 215kg

Huicre Tipi ve Boyutu |  pERc Mono 182 x 91mm (108 pcs)

Solar Cells
Cam 3.2 mm AR kaplama temperli cam, diisiik demir
Glass 3.2 mm AR coating tempered glass, low iron <
N
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Cerceve Eloksalli aliiminyum alasim - ] positive(+)
Frame Anodized aluminum alloy JunctionBox
Baglanti Kutusu IP68, 3 Diyotlu
Junction Box 3 Diodes
Cikis Kablolari 4.0 mm2, (+)250/(-)350mm (Dikey) veya (+)1300/(-)1350 mm (Yatay)
Output Cables 4.0 mm2, (+)250/(-)350mm (Portrait) or (+)1300/(-)1350 mm (Landscape)
Konnektérler Staubli MC4 EVO2
Connectors Stéubli MC4 EVO2

Maksimum Test Yuki On taraf 5400Pa / Arka taraf 2400Pa | Giivenlik Faktori: 1,5

Max. Test Load Front side 5400Pa / Rear side 2400Pa incl. Safety Factor of 1,5
M 1134
SICAKLIK KATSAYILARI / Temperature Coefficients
Pmax Sicaklik Katsayisi / Pmax Temperature Coefficient -0.35 %/°C
Voc Sicaklik Katsayisi / Voc Temperature Coefficient -0.27 %/°C
Isc Sicakhik Katsayisi / isc Temperature Coefficient +0.05 %/°C %
Calisma Sicakhigi / Operating Temperature -40~+85 °C I
Nominal Calisma Hiicre Sicakhdi (NOCT) 45 + 2 °C 5:1 L
Nominal Operating Cell Temperature (NOCT) - .

STC: Standart Test Kosullari / Standard Test Conditions
NOCT : Nominal Calisma Hiicre Sicakhidi / Nominal Operating Cell Temperature



